
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The birth of Movas to be in harmony 

with your healthy life. 

For 

Headache 

To Stiffness 

of the 

Shoulders 

To Stiffness 

of the 

Shoulders 

To  

Insomnia 
To a Chronic 

Constipation 

Electric-potential Medical-treatment Machine 

EPR-03M 



 

A healthy life begins with 9000V. 

MOVAS was created from the beat of healthy rhythms. 

The newly developed movas OVA system uses the maximum crest value of 

14,000Vp and maximum effective value of 9,000Vrms during the treatment. 

<<Electric-potential output feedback control>> 

An always more good electric-potential output. 

Electric-potential output falls according to 

loading terms and conditions to be used, such 

as a place and a posture. 

* Please put two insulated sheets in order, 

cover with them, put down bedding on it, 

and use an energizing sheet. 

Comfortable, long lasting treatment 

Please use the low 800 voltage for long lasting 

treatment. You can lie down and set the timer 

from one to eight hours. The timer can 

perform a setup of 1 to 8 hours 

Large panels and convenient functions 

 Large fluorescent display  Memory function  Light sensor 

Just press the button. An easy-to-see 

easy-to-operate large panel with 

bright colored displays 

The memory function will remember 

your previous treatment for you. (The 

voltage, treatment course, output 

balance, and timer setting) 

This light sensor will detect the surrounding 

light and will adjust the brightness 

automatically. The panel will not be too bright 

when using the device in a dark room. 



 

Balance switching function 

There are three levels according to the 
patient’s physical condition. 

You can choose from three output balances 

(50/-75/-100%) depending on your physical condition 

of that day. This is a new function introduced by 

Marutaka to suit the needs of every patient. 

Three electricity balances Plus/minus ratio of crest value Four automatic varied 
courses to choose from 

You can choose from four types of courses 
with different automatic switching voltages. 

A course 

B course 

C course 

D course 

Can choose from thirty patterns 

There are twenty four patterns of treatment when using 

the electric sheet. You can combine the balance switch 

and voltage (9000/6000/3000/800V) and the balance and 

automatic course. There are six patterns by combining 

the balance switch and voltage (1500/800V) for local 

treatment using the electric pen. 

Partial treatment with eledtric pen. 

The vo l tage can be 
swi tched to  800V and 
1500V.  

The e lectr i c pen is  e f fect ive  when focus ing the vo l tage 
on part ia l  a reas such as the neck and shou lders.  The 
pen t ip  can be used as a  one -po in t  t reatment or  as  a  
ro l le r  to  cover the whole  area.    

Ro l le r   

Pen t ip   

With  the pen t ip   As a  ro l le r   

 Jack automatic recognition 

The jack will automatically recognize 

the electric sheet and pen when 

plugging into the power source. 

 Alarm function 

The alarm will notify you when there 

are mechanical failures or 

operational errors in a tender tone. 

 Safety device 

There are a number of functions to 

secure the safety of the device such as 

timer function, leakage protection 

function, and overcurrent protection 

functions. 



 

 

What is an electric potential treatment device?  

An electric potential treatment device exhibits high 

electric potential of several thousand AC volts where 

the plus and minus power interchange fifty to sixty 

times in one second. It is effective for headaches, 

insomnia, stiff shoulders and chronic constipation by 

placing the human body under a high voltage insulating 

rate. 

The beat rhythm creates 
your healthy life. 

Content 

Insulation sheet (2 sheets) Main unit 

Cord lifter 

(4 pcs) 

 Electric 

pen 

Energizing sheet (85cm) 

Warranty Period: 
1 year  

STANDARD RETAIL PRICE 

JPY609,000 

(Incl. Tax) 

Main movas specification 

Product name: Electric potential treatment device EPR-03M 

General name: Electric potential treatment device for home use 

(static electric therapy apparatus) 

Medical device category: Controlled medical device 

Medical device manufacturing approval number:  

21700BZZ00060000 

Frequency: 50/60Hz 

Standard voltage: AC 100V 

Consumption power: 15W 

Weight: 10kg (main body) 

External size: H315 × W400 × D225mm 

Output: Electric sheet     Balance: 50/-75/-100% 

Voltage output: 9000/6000/3000/800V 

Automatic course: A/B/C/D course 

Electric pen: Balance: 50/-75/-100% Voltage output: 1500/800V 

Timer: Timer for high voltage used for the whole body: 

10 to 60 minutes 

Timer for low voltage used for the whole body: 1 to 8 hours 

Body parts: 5 to 15 minutes 

Safety device: Timer, leakage protection circuit,  

overcurrent protection device 

Available Accessory 

Energizing sheet (180cm) 

Set 

JPY52,500(incl. Tax) 

Insulation sheet 

(1 sheet) 

JPY8,400(incl. Tax) 

Manufactured by 

MARUTAKATECHNO CO., LTD. 
 

Distributed by 

MARUTAKA PULSE CO., LTD. 

Ueno-ekimae Daiichi-Seimei Bldg 7F 

7-2-10,UENO,TAITO-KU 

TOKYO 110-0005 JAPAN 
TEL: (81)03-5806-3580 FAX: (81)03-5806-3521 


